SIDEWALK & CURB RAMPS D—/(50-2
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~ #3 x 12”7 tie

bar at 18" sp.

Notes:

Isolation joint

1. The exact location & type of ramp shall be Contraction jts. Ramp

determined by the engineer in the field after Equal spaces / . —
consultation with the City Engineer & changes H— Rod\.us e— x
made accordingly. Contraction jts. A varies

\Romp

for separately, but shall be included in the Rodfus
quantities & paid for at the unit price for concrete varies
sidewalk and curb & gutter. <>

2. Method of payment: The curb ramp will not be paid . {
Varies

3. The cost for all Iabor, equipment, and material
(pre—-molded expansion material & hot bituminous
joint filler) necessary to construct contraction and
isolation joints shall be included in the price bid Varies
for sidewalk.

] Isolation joint
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spaces

N

o

o
A 4 Radius
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Equal

4. 4" base material shall be placed under the concrete
sidewalk. All labor and materials necessary to place
the base material shall be included in the price bid #3 x 12" tie
for Salvage Base Course or Aggregate Base Course CL 5. bar at 18" sp.

Isolation joint

#3 x 12”7 tie
bar at 18" sp.

#3 x 12”7 tie
bar at 18" sp. J
TYPE A A Ramp TYPE €
ADA required Detectable Warning area shall be 2’ in TYPE B
direction of Travel and shall extend the full width of
the curb ramp.
24" Width varies 24"

Top of curb\ T (4" min.) T
Type 11 Curb: . 1,
5 ¢ /Up of gutter
As shown on the plans or at the direction of the Joint width (1/2” or as shown on detail) e e e ——
engineer, a curb shall be constructed where the Flow Hne/ T
existing sidewalk, abutting a building or adjacent e o g . 17
property, is to be lowered. The curb will be paid 8 4 T /g?pcsibs‘dewmk
for at the unit price bid for curb (Type-1) per — - _
l'ineal foot. Vs e DR DEPRESSED CURB FOR PEDESTRIAN CROSSING
78 g - - Hot poured bituminous joint filler (TYPE B RAMP)
Depth
gfw_ i Flow line
_ .
Pre-molded expansion material 0.021" ¢ Detectable Warning Panel P P Lip of gutter
(fUll depth below F1ller) 4 Mo, a9 EERe \ 6" or 8" —=
5" isolation joint on each T - ,S’ODG Fate 12:1 17
side of driveways. at street A >
intersections, and at 150’ c
max imum spacing. No+t "
TYPICAL ISOLATION JOINT SEAL mcx_*g/gxceed 20:1 T 7
(longitudinal and transverse) Pe rate 4" B
ase \;\\ T X7
D 4
Width as shown on e,\a \‘xO\Y» N ./
Plan & Profile sheets & & 127 23 x 12" tio
© ] 4 —J bar at 18" sp.
{
Utility dia. SECTION A-A
Contraction jts. 4" r‘* "
34" x ‘1 A plus 8 Ramps shall have a textured nonskid surface
Average utitity _ 55" Width varies 55" .
Sidewalk Ccontraction Top of curb (4" min.)
gjdgy Joint gpccmg %3\' )" isolation joint
re ' 1031
Over & & CONCRETE SIDEWALK DETAILS *\/2” * ,Lip of gutter
When the sidewalk is adjacent _—— e ————— — — — — — — — === = 1 777777777777777777777777777777
to the curb & gutter the sidewalk I Flow Hne/
joint spacing shall be varied so UTILITY BLOCKOUT
ﬂ_wnﬁ the sidewalk jom+§ r_ncﬁch up
With the curb & qutter joints. DEPRESSED CURB FOR PEDESTRIAN CROSSING
(TYPE A & C RAMPS)
* If less than 4' use 12:1 side slope
Sid i
Min.'" isolation joint tae view
A when abutting
H i1di Width varies 24" NORTH DAKOTA i
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